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TRANSIENT AND ACCIDENT ANALYSIS METHODS

A.  INTRODUCTION

In 10 CFR Part 50, “Domestic Licensing of Production and Utilization Facilities,”
Section 50.34, “Contents of Applications; Technical Information,” requires that:

1. Safety Analysis Reports be submitted that analyze the design and performance of
structures, systems, and components provided for the prevention of accidents and the
mitigation of the consequences of accidents, and

2. Analysis and evaluation of emergency core cooling system (ECCS) cooling
performance following postulated loss-of-coolant accidents (LOCAs) be performed in
accordance with the requirements of 10 CFR 50.46.

3. The technical specifications for the facility (10 CFR 50.36) are to be based on the
safety analysis.

This regulatory guide is being developed to describe a process that is acceptable to the
NRC staff for the development and assessment of evaluation models that may be used to analyze
transient and accident behavior that are within the design basis of the plant.  Evaluation models
that have been previously approved by the NRC will remain acceptable and do not need to be
revised to conform to the guidance given in this regulatory guide.  Chapter 15 of the Standard
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Review Plan (SRP)(NUREG-0800, Ref. 1) and the Standard Format and Content Guide
(Regulatory Guide 1.70, Ref. 2) describe some of these events (transients and accidents), which are
a sub-set of those required by 10 CFR 50.34 to be addressed.  Many of these events are presented
in Sections 15.1 through 15.6 of the SRP.  An appendix to this regulatory guide is provided for
ECCS analysis.  As appropriate, other appendices will be developed for other specific classes of
events that are described in the SRP to address phenomena, assessment, uncertainty analyses, and
other factors important or unique to a particular class of events.

This regulatory guide is intended to provide guidance on evaluation model development for
accident and transient analyses.  An additional benefit is that evaluation models that are developed
using these guidelines will provide a more reliable framework for risk-informed regulation and a
basis for estimating the uncertainty in understanding transient and accident behavior.

Section 15.0.2 of the SRP (Ref. 1) provides guidance to NRC reviewers of transient and
accident analysis methods.  This regulatory guide and SRP Section 15.0.2 cover the same subject
material and are meant to be complementary documents, with Section 15.0.2 providing guidance
to reviewers and this guide providing practices and principles for the benefit of methods
developers.  Chapter 15 of the SRP recommends that approved evaluation models or codes be used
for the analysis of most identified events.  The SRP suggests that evaluation model reviews be
initiated whenever an approved model for a specified plant event does not exist.  If the applicant or
licensee proposes to use a unapproved model, an evaluation model review should be initiated.

This guide is intended to be used by construction permit applicants that must meet the
design bases description requirements of 10 CFR 50.34 and the relation of the design bases to the
principal design criteria described in Appendix A to 10 CFR Part 50.  Chapter 15 of the SRP (Ref.
1) describes the transients and accidents that the NRC staff reviews as part of the application, and
the criteria of Appendix A that specifically apply to each class of transient and accident.  Chapter
15 also states that acceptable evaluation models should be used to analyze these transients and
accidents.

This guide is also intended to be used by operating license applicants that must meet the
design bases description requirements of 10 CFR 50.34 and the relation of the design bases to the
principal design criteria described in Appendix A to 10 CFR Part 50.

This guide would be applicable to new evaluation models or changes to existing evaluation
models proposed by operating reactor licensees that the NRC staff undertakes to review.  When
this is applied to changes to existing evaluation models, the principles of this regulatory guide
need only be applied to the changes.  The owner of the model does not need to backfit the entire
model to comply with the principles of the regulatory guide.

Regulatory guides are issued to describe to the public methods acceptable to the NRC staff
for implementing specific parts of the NRC’s regulations, to explain techniques used by the staff in
evaluating specific problems or postulated accidents, and to provide guidance to applicants. 
Regulatory guides are not substitutes for regulations, and compliance with regulatory guides is not
required.  Regulatory guides are issued in draft form for public comment to involve the public in
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developing the regulatory positions.  Draft regulatory guides have not received complete staff
review; they therefore do not represent official NRC staff positions. 

The information collections contained in this draft regulatory guide are covered by the
requirements of 10 CFR Part 50, which were approved by the Office of Management and Budget,
approval number 3150-0011.  The NRC may not conduct or sponsor, and a person is not required
to respond to, a request for information or an information collection requirement unless the
requesting document displays a currently valid OMB control number.  

A list of definitions of terms that will be used throughout this regulatory guide can be
found on page 27 of this guide.

B.   DISCUSSION

The two fundamental features of transient and accident analysis methods are (1) the
evaluation model concept and (2) the basic principles important for the development, assessment,
and review of those methods. 

EVALUATION MODEL CONCEPT

The basis for analysis methods used to analyze a particular event or class of events is
contained in the evaluation model concept.  This concept is described in 10 CFR 50.46 for LOCA
analysis but can be generalized to all analyzed events described in the SRP.  An evaluation model
(EM) is the calculational framework for evaluating the behavior of the reactor system during a
postulated transient or design basis accident.  It may include one or more computer programs,
special models, and all other information necessary for application of the calculational framework
to a specific event, such as:

1. Procedures for treating the input and output information, particularly the code input
arising from the plant geometry, the assumed plant state at transient initiation,

2. Specification of those portions of the analysis not included in the computer
programs for which alternative approaches are used, and

3. All other information necessary to specify the calculational procedure.

It is the entirety of an evaluation model that ultimately determines that the results are in
compliance with applicable regulations.  Therefore, the entire evaluation model must be
considered during the development, assessment, and review process.

In this regulatory guide, the term model is also used and should be distinguished from the
evaluation model or EM.  In contrast to EM as defined here, model without the evaluation
modifier is used in the more traditional sense to describe the representation of a particular physical
phenomenon within a computer code or procedure.

Most evaluation models used to analyze the events in Chapter 15 of the SRP (Ref. 1) rely
on a systems code that describes the transport of fluid mass, momentum, and energy throughout
the reactor coolant systems.  The extent and complexity of the physical models needed in the
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systems code are strongly dependent on the reactor design and the transient being analyzed.  For a
particular transient, a subsidiary device like a sub-channel analysis code may actually be more
complex than the systems code.  Regardless of its complexity, the systems code plays a key role in
organizing and controlling other aspects of the transient analysis.  Each computer code, analytical
tool, or calculational procedure that comprises the evaluation model is referred to as a
“calculational device” in this guide.   The term computer code is not limited to executables of
traditional compiled languages such as FORTRAN.  It can also include calculations performed in
spreadsheets or other mathematical analysis tools such as MathCAD and Mathematica since they
are often used in a manner that is indistinguishable from clasical compiled programs.

In some cases, as many as seven or eight calculational devices may be used to define an
evaluation model for a particular event, although the trend today is to integrate many of these
components into a smaller set of computer codes, usually within the framework of the systems
code.

Sometimes, a general purpose systems code may be developed to address similar
phenomenological aspects of several diverse classes of transients.  This presents unique challenges
in the definition, development, assessment, and review of those codes as they apply to a particular
transient evaluation model.  A separate section of the Regulatory Position is devoted to the issues
involved with general purpose computer codes.  

BASIC PRINCIPLES OF EVALUATION MODEL DEVELOPMENT AND ASSESSMENT

Recent reviews have shown the need to provide guidance to applicants and licensees
regarding transient and accident analysis methods.  By providing such guidance, the review
process should be streamlined by reducing the frequency and extent of iterations between the
methods developers and NRC staff reviewers.  To produce a viable product, certain principles
should be addressed during the model development and assessment process.  

There are six basic principles that have been identified as important to follow in the
process of evaluation model development and assessment. They are:

1. Determine requirements for the evaluation model.  The purpose of this principle is to
provide a focus throughout the evaluation model development and assessment process
(EMDAP).  An important outcome should be the identification of mathematical modeling
methods, components, phenomena, physical processes, and parameters needed to evaluate
the event behavior relative to the figures of merit described in the SRP and derived from
the General Design Criteria (GDC) in Appendix A to 10 CFR Part 50.  The phenomena
assessment process is central to ensuring that the evaluation model can analyze the
particular event appropriately and that the validation process addresses key phenomena for
that event.

2. Develop an assessment base consistent with the determined requirements.  Since an
evaluation model can only approximate physical behavior for postulated events, it is
important to validate the calculational devices, individually and collectively, using an
appropriate assessment base. The data base may consist of already existing experiments or
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new experiments may be required for model assessment, depending on the results of the
requirements determination.

3. Develop the evaluation model.  The calculational devices needed to analyze the events in
accordance with the requirements determined in the first principle should be selected or
developed.  To define an evaluation model for a particular plant and event, it is also
necessary to select proper code options, boundary conditions, and the temporal and spatial
relationship among the component devices.

4. Assess the adequacy of the evaluation model.   Based on the application of the first
principle, especially the phenomena importance determination, an assessment should be
made regarding the inherent capability of the evaluation model to achieve the desired
results relative to the figures of merit derived from the GDC.  Some of this assessment is
best made during the early phase of code development to minimize the need for corrective
actions later.  A key feature of the adequacy assessment is the ability of the evaluation
model or its component devices to predict appropriate experimental behavior.  Once again,
the focus should be on the ability to predict key phenomena as described in the first
principle.  To a large degree, the calculational devices use collections of models and
correlations that are empirical in nature.  Therefore, it is important to assure that they are
used within the range of their assessment.

5. Follow an appropriate quality assurance protocol during the EMDAP.  Quality
assurance standards, as required in Appendix B to 10 CFR Part 50, are a key feature of the
development and assessment process.  When complex computer codes are involved, peer
review by independent experts should be an integral part of the quality assurance process.

6. Provide comprehensive, accurate, up-to-date documentation.  This is an obvious
requirement for a credible NRC review.  It is also clearly needed for the peer review
described in the fifth principle.  Since the development and assessment process may lead to
changes in the importance determination, it is most important that documentation of this
activity be developed early and kept current.

The principles of an EMDAP were developed and applied in a study on quantifying reactor
safety margins (Ref. 3).  In that report, the code scaling, applicability, and uncertainty (CSAU)
evaluation methodology was applied to a large-break LOCA.  The purpose of that study was to
demonstrate a method that could be used to quantify uncertainties as required by the best-estimate
option described in the 1988 revision to the ECCS Rule (10 CFR 50.46).  While the goal was
related to code uncertainty evaluation, the principles derived to achieve that goal involved the
entire process of evaluation model development and assessment.  Thus many of the same
principles would apply even if a formal uncertainty evaluation was not the specific goal.  Since the
publication of Reference 3, there have been several applications of the CSAU process with
modifications to fit each particular circumstance (See References 4-12).

In References 4 and 5, a process was developed using an integrated structure and scaling
methodology for severe accident technical issue resolution (ISTIR).  ISTIR defined separate
components for experimentation and code development.  Although a code development
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component is included in ISTIR, the ISTIR demonstration did not include code development.  An
important feature of Reference 4 is the use of hierarchical system decomposition methods to
analyze complex systems.  In the ISTIR demonstration, the methods were used to investigate
experimental scaling, but they are also well suited to provide structure in the identification of
evaluation model fundamentals.

Reference 6 was an adequacy evaluation of RELAP5 for simulating AP600 small-break
LOCAs (SBLOCAs).  Most of that effort focused on demonstrating the applicability and
assessment of a developed code for a new application.

The subjects addressed in References 3-6 are complex, and the structures used to address
these subjects are very detailed.  The EMDAP described in this guide is also detailed, so that it can
be applied to the complex events described in SRP Chapter 15.  This is particularly true if the
application is new or the methods proposed are new.  The complexity of the problem should
determine the level of detail needed to develop and assess an evaluation model.  For simpler
events, many of the steps in the process may only need to be addressed briefly.  Also, if a new
evaluation model only involves an incremental change to an existing evaluation model, the process
may be shortened as long as the effect of the change is thoroughly addressed.  An overall diagram
of the EMDAP process and the relationship of its elements is shown in Figure 1.
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Guidance on methods for calculating transient and accident behavior is provided in the
following Regulatory Position.  Appendix A provides additional information important to ECCS
analysis.   The Regulatory Position addresses four related aspects of evaluation model
development and assessment.  They are:

1. Description of the four elements and included steps in the EMDAP based on the first
four principles described above and shown in Figure 1.

2. The relationship of accepted quality assurance practices to this process and the
incorporation of peer review as described in the fifth principle.
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3. A description of what should be included in evaluation model documentation to be
consistent with the sixth principle.

4. The unique aspects of general purpose computer programs.

C.   REGULATORY POSITION
  
1. EVALUATION MODEL DEVELOPMENT AND ASSESSMENT PROCESS

(EMDAP)

The basic elements developed to describe an EMDAP directly address the first four
principles described in the Discussion section and are shown in Figure 1.  This Regulatory Position
addresses the four elements and the adequacy decision shown in Figure 1.  Adherence to an
EMDAP for new applications or a completely new evaluation model could involve significant
iterations within the process.  However, the same process applies even if the new evaluation model
is the result of relatively simple modifications to an existing evaluation model.   “Feedback” loops
are not shown; rather, they are addressed in the adequacy decision described in Regulatory
Position 1.5.
 
1.1 Element 1 -  Establish Requirements for Evaluation Model Capability

It is very important to determine, at the beginning, the exact application envelope for the
evaluation model and to identify and agree upon the importance of constituent phenomena,
processes, and key parameters within that envelope.  Figure 2 illustrates the steps within this
element.

1.1.1   Step 1.  Specify Analysis Purpose, Transient Class, and Power Plant Class
The first step in establishing evaluation model requirements and capabilities is specification

of the analysis purpose and identification of the class of plants and class of transients to be
analyzed.  Specification of the purpose is important because any specific transient may be analyzed
for different reasons.  For instance, a SBLOCA may be analyzed to assess the potential for
pressurized thermal shock (PTS) or to assess compliance with10 CFR 50.46.  The statement of
purpose influences the entire process of development, assessment, and analysis.  Evaluation model
applicability is scenario- dependent because the dominant processes, safety parameters, and
acceptance criteria change from one scenario to another.  The transient scenario, therefore, dictates
the processes that must be addressed.  A complete scenario definition is plant-class specific or
sometimes even plant-specific because the dominant phenomena and their interactions differ in
varying degrees with the reactor design or with a plant specific configuration such as a specific fuel
type or core loading.
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For events described in Chapter 15 of the SRP, these steps should be straight-forward.  The
purpose is compliance with the GDC; the events and event classes are described in Chapter 15.  
The licensee or applicant and evaluation model developer should then specify their applicability to
plants and plant types.  As examples, fuel design, core loading, number and design of steam
generators, number and design of coolant loops, safety injection system design, and control
systems can differ significantly from plant to plant and will significantly influence scenario
behavior.

1.1.2 Step 2.  Specify Figures of Merit  
Figures of merit are those quantitative standards of acceptance that are used to define

acceptable answers for a safety analysis.  The GDC in Appendix A to 10 CFR Part 50  describe
general requirements for maintaining the reactor in a safe condition during normal operation and
during transients and accidents.  Chapter 15 of the SRP further defines these criteria in terms of
quantitative fuel and reactor system design limits (departure from nucleate boiling ratio (DNBR)
limits, fuel temperatures, etc.) for the events of interest.  For ECCS design, five specific criteria
described in 10 CFR 50.46 must be met for LOCA analysis.  Thus, for Chapter 15 events, figures
of merit are generally synonymous with criteria directly associated with the regulations, and their
selection is usually a simple matter.  During evaluation model development and assessment, a
temporary “surrogate” figure of merit may be of value in evaluating the importance of phenomena
and processes.  Section 2.5 of Reference 7 describes a hierarchy of criteria that was used in
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SBLOCA assessment, in which vessel inventory was judged to be more valuable in defining and
assessing code capability.  Justification for using a surrogate figure of merit should be provided.

1.1.3 Step 3 - Identify Systems, Components, Phases, Geometries, Fields, and
Processes That Must Be Modeled    

The purpose of this step is to establish the evaluation model characteristics.  In References
4 and 5, hierarchical system decomposition methods are used to investigate scaling in complex
systems.  These methods can also be valuable in the identification of evaluation model
characteristics.  The ingredients at each hierarchical level described in References 4 and 5 are, in
order from top to bottom:

1. System -- The entire system that must be analyzed for the proposed application.

2. Sub-systems -- Major components that must be considered in the analysis.  For some
applications, these may include the primary system, secondary system, and containment. 
For other applications only the primary system would need to be considered.

3. Modules -- Physical components within the sub-system, i.e., reactor vessel, steam
generator, pressurizer, piping run, etc.

4.  Constituents -- Chemical form of substance, e.g., water, nitrogen, air, boron, etc.

5. Phases -- Solid, liquid, or vapor.

6. Geometrical Configurations (phase topology or flow regime) -- The geometrical shape that
is defined for a transfer process, e.g., pool, drop, bubble, film, etc.

7. Fields -- The properties that are being transported (mass, momentum, energy).

8. Transport Processes --  Mechanisms that determine the transport of and interactions
between constituent phases throughout the system.

Ingredients at each hierarchical level can be decomposed into the ingredients at the next
level down.  In References 4 and 5, this process is described in the following way:

1. Each system can be divided into interacting subsystems.
2. Each subsystem can be divided into interacting modules.
3. Each module can be divided into interacting constituents.
4. Each constituent can be divided into interacting phases.
5. Each phase can be characterized by one or more geometrical configurations (phase

topology or flow regime).
6. Each phase can be described by field equations (e.g. conservation equations for

mass, energy, and momentum).
7. The evolution of each field can be affected by several transport processes.
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By carefully defining the number and type of each ingredient at each level, the evaluation
model developer should be able to establish the basic characteristics of the evaluation model.  An
important principle to note is that if a deficiency exists at a higher level, it is usually not possible to
resolve it by fixing ingredients at lower levels.  For relatively simple transients, the decomposition
process should also be simple.

1.1.4 Step 4.  Identify and Rank Key Phenomena and Processes
Process identification is the last step in the decomposition described above and provides the

logical beginning to this step.  Plant behavior is not equally influenced by all processes and
phenomena that occur during a transient.  An optimum analysis reduces candidate phenomena to a
manageable set by identifying and ranking the phenomena with respect to their influence on figures
of merit.  Each phase of the transient scenario and system components are separately investigated. 
The processes and phenomena associated with each component are examined.  Cause and effect are
differentiated.  After the processes and phenomena have been identified, their importance should
be determined with respect to their effect on the relevant figures of merit.

The importance determination should also be applied to high-level system processes, which
may be missed if the focus is solely on components.  High-level system processes, such as
depressurization and inventory reduction, are often very closely related to figures of merit.  Focus
on such processes can also help to identify the importance of individual component behavior.    

As noted in Step 2, it may be possible to show that a figure of merit other than the
applicable acceptance criterion is more appropriate as a standard for identifying and ranking
phenomena.  This is acceptable as long as it can be shown that, for all the scenarios being
considered for the specific ranking and identification activity, the alternative figure of merit is
consistent with plant safety. 

The principal product of the process outlined above is a phenomena identification and
ranking table (PIRT) (see References 3, 6, 7, 9, and 12).  Evaluation model development and
assessment should be based on a credible and scrutable PIRT.  The PIRT should be used to
determine the requirements for physical model development, scalability, validation, and
sensitivities studies.  Ultimately, the PIRT is used to guide any uncertainty analysis or in the
assessment of overall evaluation model adequacy.  The PIRT is not an end in itself, but is rather a
tool to provide guidance for the subsequent steps. 

The processes and phenomena that evaluation models should simulate are found by
examining experimental data, experience and code simulations related to the specific scenario.
Independent techniques to accomplish the ranking include expert opinion, selected calculations,
and decision making methods (such as the Analytical Hierarchical Process (AHP)).  Examples of
the first two are found in Reference 12, and an example of the last is found in Reference 13. 
Comparison of the results of these techniques provides assurance of the accuracy and sufficiency of
the process.

The initial phases of the PIRT process described in this step can rely heavily on expert
opinion, which can be subjective.  Therefore, validation of the PIRT using experimentation and
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analysis is important.  Although the experience is limited, development of other less subjective
initial importance determination methods is encouraged.

Sensitivity studies can help determine the relative influence of phenomena identified early
in the PIRT development and for final validation of the PIRT as the EMDAP is iterated.  Examples
of sensitivity studies used for this purpose are provided in References 3, 6, 9, 11, and 12.

The identification of processes and phenomena proceeds as follows:

1. The scenario is divided into operationally characteristic time periods in which the dominant
processes and phenomena remain essentially constant.

2. For each time period, processes and phenomena are identified for each component
following a closed circuit throughout the system.  This is done to differentiate cause from
effect.

3. Starting with the first time period, the activities continue, component by component, until
all potentially significant processes have been identified.

4. The procedure is repeated sequentially, from time period to time period, until the end of the
scenario.

When the identification has been completed, the ranking process begins. The reason to
numerically rank the processes and phenomena is based on the need to provide a systematic and
consistent approach to all the subsequent EMDAP activities.

Sufficient documentation should accompany the PIRT to adequately guide the entire
EMDAP.  Development and assessment activities may be revisited during the process, including
the identification and ranking.  In the end, however, the evaluation model, the PIRT, and all
documentation should be “frozen” to provide the basis for a proper review.  With well defined
ranking of important processes, evaluation model capabilities, and calculated results, the
prioritization of further modeling improvements can be made more easily.  An important principle
is the recognition that the more highly ranked phenomena and processes require modeling with
greater fidelity.  References 6 and 7 describe the role of the PIRT process in experiments, code
development, and code applications associated with reactor safety analysis.

1.2 Element 2  - Develop Assessment Base

The second component of ISTIR (Refs. 4 and 5) is a scaling methodology that includes
acquiring appropriate experimental data relevant to the scenario being considered and assuring that
the experimental scaling is suitable.  In References 4 and 5, the relationship of the severe accident
scaling methodology (SASM) component to code development is shown but not emphasized in the
SASM demonstration.  For the EMDAP, the purpose is to provide the basis for development and
assessment as shown previously in Figure 1.  Figure 3 shows the steps in this element and their
relationship. It should be noted that for simple transients or transients where the scaling issues and
assessment are well characterized, the implementation of this element should also be simple.  The
numbering of steps in this and subsequent elements continues from each previous element.
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1.2.1 Step 5. Specify Objectives for Assessment Base
For analysis of Chapter 15 events, the principal need for a data base is to assess the

evaluation model and, if needed, to develop correlations.  The selection of the data base is a
direct result of the requirements established in Element 1.  The data base should include:

1. Separate effects experiments needed to develop and assess empirical correlations
and other closure models,

2. Integral systems tests to assess system interactions and global code capability,
3. Benchmarks with other codes (optional),
4. Plant transient data (if available), and
5. Simple test problems to illustrate fundamental calculational device capability.  

It should be noted that items 3 and 5 in the above list are not meant to be substitutions for
obtaining appropriate experimental and/or plant transient data for evaluation model assessment.

1.2.2 Step 6.  Perform Scaling Analysis and Identify Similarity Criteria
All experiments are compromises with full-scale plant systems.  Even nominally full-

scale experiments do not include complete similitude.  Scaling analyses should be conducted to
ensure that the data, and the models based on the data, will be applicable to the full-scale analysis
of the plant transient.  Scaling compromises that are identified here should ultimately be
addressed in the bias and uncertainty evaluation in Element 4.  Scaling analyses are employed to
demonstrate the relevancy and sufficiency of the collective experimental data base for
representing the behavior expected during the postulated transient and to investigate the
scalability of the evaluation model and its component codes for representing the important
phenomena.  The scope of these analyses is much broader than for the scalability evaluations
described in Element 4 relating individual models and correlations or scaling-related findings
from the code assessments.  Here, the need is to demonstrate that the experimental data base is
sufficiently diverse that the expected plant-specific response is bounded and that the evaluation
model calculations are comparable to the corresponding tests in non-dimensional space.  This
demonstration allows extending the conclusions related to code capabilities, drawn from
assessments comparing calculated and measured test data (Element 4), to the prediction of plant-
specific transient behavior.

The scaling analyses employ both top-down and bottom-up approaches.  The top-down
scaling approach evaluates the global system behavior and systems interactions from integral test
facilities that can be shown to represent the plant-specific design under consideration.  A top-
down scaling methodology is developed and applied in which:

1. The non-dimensional groups governing similitude between facilities are derived,

2. These groups are shown to scale the results among the experimental facilities, and

3. It is determined whether the ranges of the group values provided by the experiment set
encompass the corresponding plant- and transient-specific values.
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The bottom-up scaling analyses address issues raised in the plant- and transient- specific
PIRT related to localized behavior.  These analyses are used to explain differences among tests in
different experimental facilities and to use these explanations to infer the expected plant behavior
and determine whether the experiments provide adequate plant-specific representation. 
Application of this scaling process is described in Section 5.3 of Reference 6.

In most applications, especially those with a large number of processes and parameters, it
is difficult, if not impossible, to design test facilities that preserve total similitude between the
experiment and the NPP.  Therefore, based on the important phenomena and processes identified
in Step 4 and the scaling analysis described above, the optimum similarity criteria should be
identified, and the associated scaling rationales developed for selecting existing data or designing
and operating experimental facilities.

1.2.3 Step 7.  Identify Existing Data or Perform IETs and SETs To Complete Data
Base

Based on the results of the previous steps in this element, it should be possible to
complete the data base by selection and experimentation.  To complete the assessment matrix,
the PIRT developed in Step 4 is used to select experiments and data that best address the
important phenomena and components.  In selecting experiments, a range of tests should be
employed to demonstrate that the calculational device or phenomenological model has not been
tuned to a single test.  A correlation derived from a particular data set may be identified for
inclusion in the evaluation model.  In such cases, an effort should be made to obtain additional
data sets that may be used to assess the correlation.   Ideally the both the data that will be used to
develop the correlation and the data that will be used to assess the correlation should be
identified prior to the development of the correlation.  This would help ensure that the correlation
is not tuned to a particular data set and also ensure that the data being used to assess the
correlation has not been deliberately selected to make the correlation appear to be more accurate
than it truly is.  Both the data used for development and assessment should cover the full range of
conditions that the correlation will be used for.   For integral behavior assessment, counterpart
tests (similar scenarios and transient conditions) in different experimental facilities at different
scales should be selected.  Assessments using such tests lead to information concerning scale
effects on the models used for a particular calculational device.  

1.2.4 Step 8.  Evaluate Effects of IET Distortion and SET Scaleup Capability  
8A - IET Distortions.  Distortions in the integral experimental data base may arise from

scaling compromises (missing or atypical phenomena) in sub-scale facilities or atypical initial
and boundary conditions in all facilities.  The effects of the distortions should be evaluated in the
context of the experimental objectives determined in Step 5.  If the effects are important, a return
to Step 7 is probably needed. 

8B - SET Scaleup.  As noted in Step 7, correlations should be based on SETs at various
scales.  In the case of poor scaleup capability, it may be necessary to return to Step 6.  Appendix
C of Reference 3 describes rationale and techniques associated with evaluation of scaleup
capabilities of computer codes and their supporting experimental data bases.
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1.2.7 Step 9.  Determine Experimental Uncertainties as Appropriate
It is important to know the uncertainties in the data base.  These uncertainties arise from

such items as measurement errors and experimental distortions.  If the quantified experimental
uncertainties are too large compared to the requirements for evaluation model assessment, the
particular data set or correlation should be rejected. 

1.3 Element 3  - Develop Evaluation Model

As discussed earlier, an evaluation model is a collection of calculational devices (codes
and procedures) developed and organized to meet the requirements established in Element 1. 
The steps for developing the desired evaluation model are shown in Figure 4.

1.3.1 Step 10.  Establish an Evaluation Model Development Plan
Based on the requirements established in Element 1, a development plan should be

devised that includes development standards and procedures that will apply during the
development activity.  Specific areas of focus should include:

1. Calculational device design specifications,
2. Documentation requirements (see Regulatory Position 3 of this guide),
3. Programming standards and procedures,
4. Transportability requirements,
5. Quality assurance procedures (see Regulatory Position 2 of this guide), and
6. Configuration control procedures 
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1.3.2 Step 11.  Establish Evaluation Model Structure
The evaluation model structure includes the structure of the individual component

calculational devices and the structure that combines the devices into the total evaluation model. 
This structure is based on the principles of Element 1, especially Step 3.

The structure for an individual device or code consists of:

1. Systems and components -- A structure should be present that can analyze the behavior of
all the systems and components that play a role in the targeted application.

2. Constituents and phases -- The code structure should be able to analyze the behavior of
all constituents and phases relevant to the targeted application.

3. Field equations -- Field equations are equations that are solved to determine the transport
of the quantity of interest (usually mass, energy, and momentum).

4. Closure relations -- Closure relations are correlations and equations that provide code
capability to model and scale particular processes; they are needed to model the terms in
the field equations.

5. Numerics -- Numerics provide code capability to perform efficient and reliable
calculations.

6. Additional features -- These address code capability to model boundary conditions and
control systems.

Of course, the code structure should be based on the requirements established in Element
1 and Step 10.  Because of the importance of selecting proper closure relationships for the
governing equations, these models are treated separately in Step 12. The six ingredients
described above should be successfully integrated and optimized if a completed code is to meet
its objectives determined in Step 10.

There are special concerns related to the integration of the component calculational
devices into a complete evaluation model.  This is frequently referred to as the evaluation model
methodology.  The way in which the devices are connected spatially and temporally should be
described.  How close the coupling needs to be would, in part, be determined by the results of the
analysis done in Step 3, but it is determined by the magnitude and direction of transfer processes
between devices.  The hierarchical decomposition described in References 4 and 5 would apply
to how transfer processes are analyzed between devices.  Since most devices include user
options, all selections made should be justified as appropriate for the evaluation model.   

1.3.3 Step 12.  Develop or Incorporate Closure Models
Models or closure relations that describe a specific process are developed using SET data. 

This includes models that can be used in a stand alone mode or correlations that can be
incorporated in a calculational device (usually a computer code).  On rare occasions, sufficient
experimental detail may be available to develop correlations from IET experiments.  The
scalability and range of applicability of a correlation may not be known a priori the first time it is
developed or selected for use in this step.  An iteration of scaleup evaluation (Step 8) and
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adequacy assessment (Element 4) may be needed to ensure correlation applicability.  It should be
noted that a path is shown from Element 2 to this step, since correlations may be selected from
the existing data base literature.

Models developed here are key to successful evaluation model development.  The basis,
range of applicability, and accuracy of incorporated phenomenological models should be known
and traceable.  Justification should be provided for extension of any models beyond their original
basis. 

1.4 Element 4  - Assess Evaluation Model Adequacy

Evaluation model adequacy can be assessed after the previous elements have been
established and the evaluation model capability has been documented.  Figure 5 is a diagram of
Element 4. 

The evaluation model assessment is divided into two parts as shown in Figure 5.  The
first part (Steps 13 through 15) pertains to the bottom-up evaluation of the closure relations for
each code.  In the first part, important closure models and correlations are examined by
considering their pedigree, applicability, fidelity to appropriate fundamental or separate effects
test data, and scalability.  The term bottom-up is used because the review focuses on the
fundamental building blocks of the code.

The second part (Steps 16 through 19) pertains to the top-down evaluations of code-
governing equations, numerics, the integrated performance of each code, and the integrated
performance of the total evaluation model.  In the second part of the assessment, the evaluation
model is evaluated by examining the field equations, numerics, applicability, fidelity to
component or integral effects data and scalability.  This part of the assessment effort is called the
top-down review because it focuses on capabilities and performance of the evaluation model.  
Calculations of actual plant transients or accidents can be useful as confirmatory supporting
assessments for the evaluation model for the top-down evaluation even though it does usually
contain enough resolution to determine adequacy of individual models.  Plant data can be used
for code assessment if it can be demonstrated that the available instrumentation provides
measurements of adequate resolution to assess the code.

It is important to note that any changes to an evaluation model should include at least a partial
assessment to assure that these changes do not produce unintended results in the code predictive
capability. 
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1.4.1 Step 13.  Determine Model Pedigree and Applicability To Simulate Physical
Processes

The pedigree evaluation is related to the physical basis of a closure model, assumptions
and limitations attributed to the model, and details of the adequacy characterization at the time
the model was developed.  The applicability evaluation is related to whether the model, as
implemented in the code, is consistent with its pedigree or whether use over a broader range of
conditions is justified.

1.4.2 Step 14.  Prepare Input and Perform Calculations To Assess Model Fidelity
or Accuracy

The fidelity evaluation is related to the existence and completeness of validation efforts
(through comparison to data) or benchmarking efforts (through comparison to other standards,
for example, a closed form solution or results obtained with another code) or some combination
of these comparisons.

SET input for component devices used in model assessment (usually computer codes)
should be prepared to represent the phenomena and test facility being modeled and the
characteristics of the nuclear power plant design.  In particular, nodalization and option selection
should be consistent between the experimental facility and similar components in the nuclear
power plant.  Nodalization convergence studies should be performed to the extent practicable in
both the test facility and plant models.  Some models are essentially lumped parameter models
and in those cases a nodalization convergence study can not be performed.  If that is the case care
must be taken to ensure that the model is applicable to both the test facility and the plant.  When
the calculations of the SETs are completed, the differences between calculated results and
experimental data for important phenomena should be quantified for bias and deviation.

1.4.3 Step 15.  Assess Scalability of Models
The scalability evaluation here is limited to whether the specific model or correlation is

appropriate for applying to the configuration and conditions of the plant and transient under
evaluation.  References 5 and 14-17 document recent approaches to scaling, ranging from
theoretical methods to specific applications that are of particular interest here.

1.4.4 Step 16.  Determine Capability of Field Equations To Represent Processes
and Phenomena and the Ability of Numeric Solutions To Approximate
Equation Set

The field equation evaluation considers the acceptability of the equations.  An assessment
of the governing equations in each of the component codes should consider their pedigree and the
key concepts and processes culminating in the equation set solved by the code.  The objective of
this assessment is to characterize the relevance of the governing equations for the chosen
application.

The numeric solution evaluation considers convergence, property conservation, and
stability of code calculations to a solution of the original equations when applied to the target
application.  The objective of this review is to summarize information regarding the domain of
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applicability of the numerical techniques and user options that may impact the accuracy, stability,
and convergence features of each component code.

A complete assessment within this step can only be performed after a sufficient
foundation of assessment analyses is complete.  Section 3 and Appendix A of Reference 6
provide an example for application of this step.   

1.4.5 Step 17.  Determine Applicability of Evaluation Model to Simulate Systems
and Components

This applicability evaluation considers whether the integrated code is capable of
modeling the plant systems and components.  Before integrated analyses are performed, it should
be determined that the various evaluation model options, special models, and input have the
inherent capability to model the major systems and subsystems required for the particular
application.

1.4.6 Step 18.  Prepare Input and Perform Calculations To Assess System
Interactions and Global Capability

The fidelity evaluation considers the comparison of evaluation model-calculated and
measured test data from component and integral test data and, where possible, plant transient
data.  For these calculations, the entire evaluation model or its major components are used to
compare against the integral data base selected in Element 2.

As was done in Step 14 for the SET assessments, the evaluation model input for IETs
should best represent the facilities and should represent the characteristics of the nuclear power
plant design.  As before, nodalization and option selection should be consistent between
experiment and nuclear power plant.  Also as stated before, nodalization convergence studies
should be performed to the extent practicable in both the test facility and plant models.  Some
models are essentially lumped parameter models and in those cases a nodalization convergence
study can not be performed.  If that is the case care must be taken to ensure that the model is
applicable to both the test facility and the plant.  When the IET simulations are complete, the
differences between calculated results and experimental data for important processes and
phenomena should be quantified for bias and deviation.  The ability of the evaluation model to
model system interactions should also be evaluated in this step.  Section 5 of Reference 6
provides an example application of this step.

In this step, plant input decks should also be prepared for the target applications. 
Sufficient analyses should be performed to determine parameter ranges expected in the nuclear
power plant.  These input decks also provide the groundwork for the analyses performed in Step
20.   

1.4.7 Step 19.  Assess Scalability of Integral Calculations and Data for Distortions
The scalability evaluation here is limited to whether the assessment calculations and

experiments exhibit otherwise unexplainable differences among facilities, or between the
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calculated and measured data for the same facility, that indicate experimental or code scaling
distortions.

1.4.8 Step 20.  Determine Evaluation Model Biases and Uncertainties
The analysis purpose established in Step 1 and the transient complexity will determine the

substance of this step. For best-estimate LOCA analysis, uncertainty determination description
and guidance are in References 3 and 18 and Appendix A of this guide.  In these examples, the
uncertainty analyses discussed have the ultimate objective of providing a singular statement of
uncertainty with respect to the 10 CFR 50.46 acceptance criteria when using the best-estimate
option in that rule.  This singular uncertainty statement is accomplished when the individual
uncertainty contributions are determined (see Regulatory Guide 1.157, Ref.  18).

For other SRP events, a complete uncertainty analysis is not required.  However, in most
cases the SRP guidance is to use “suitably conservative” input parameters. This suitability
determination may involve a limited assessment of biases and uncertainties and is closely related
to the analyses performed in Step 16 because what constitutes “suitably conservative” input will
be dependent on the set of field equations that have been chosen for the evaluation model.  Based
on the results of Step 4, individual device models can be chosen from those obtained in Step 9. 
The individual uncertainty (in terms of range and distribution) of each key contributor is
determined from the experimental data (Step 11), input to the nuclear power plant model, and the
effect on appropriate figures of merit evaluated by performing separate nuclear power plant
calculations.  The figures of merit and devices chosen should be consistent.  In most cases the
analysis would involve the entire evaluation model.  The last part of this step is to determine
whether the degree of overall conservatism or analytical uncertainty is appropriate for the entire
evaluation model.  This is done in the context of the analysis purpose (Step 1) and the regulatory
requirements.

As an alternative to using “suitably conservative” input parameters the evaluation model
may choose to perform an uncertainty analysis of the safety limit with an evaluation at the
nominal tech specs and setpoints being considered as the base case.  The safety limit can then be
analyzed with uncertainties in both phenomena and setpoints evaluated in a probabilistic manner
similar to the way the 2200 �F limit is evaluated in a best estimate LOCA analysis as described
in Regulatory Guide 1.157.  A hybrid methodology where some parameters are treated in a
bounding manner and other are treated in a probabilistic manner may aslo be acceptable. 

1.5 Adequacy Decision

The decision on the adequacy of the evaluation model is the culmination of the EMDAP
described in Regulatory Positions 1.1 through 1.4.  Throughout the EMDAP, questions
concerning the adequacy of the evaluation model should be asked.  At the end of the process, the
adequacy should be questioned again to assure that all the answers are satisfactory and that
intervening activities have not invalidated previous acceptable responses.  If unacceptable
responses indicate significant evaluation model inadequacies, the code deficiency is corrected
and the appropriate steps in the EMDAP are repeated to evaluate the deficiency correction.  The
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process continues until the ultimate question regarding adequacy can be answered positively.  Of
course, the documentation as described in Regulatory Position 3 should be updated as code
improvements and assessment are accomplished during the process.  Analysis, assessment and
any sensitivity studies can also lead to a re-assessment of the phenomena identification and
ranking.  Therefore, that documentation should also be revised as appropriate.

It is helpful to develop a list of questions to be asked during the process and again at the
end.  To answer these questions, standards should be established by which the capabilities of the
evaluation model and its composite codes and models can be judged.  Section 2.2.2 of Reference
6 provides an example of the development of such standards. 

2. QUALITY ASSURANCE

Much of what is described throughout this regulatory guide relates to good quality
assurance practices.  For that reason it is important to establish, early in the development and
assessment process, appropriate quality assurance protocol.  The development, assessment, and
application of an evaluation model are all activities that are related to the requirements of
Appendix B to 10 CFR Part 50.  Section III of Appendix B is a key requirement for this activity
and requires that design control measures be applied to reactor physics, thermal, hydraulic, and
accident analyses.  Section III states that:

The design control measures shall provide for verifying or checking the adequacy of
design, such as by the performance of design reviews, by the use of alternate or simplified
calculational methods, or by the performance of a suitable testing program.

Section III also states that design changes should be subject to appropriate design control
measures.

It is important to note that other parts of Appendix B are also relevant, such as Section V
(which requires documented instructions, e.g., user guidance); Section XVI (corrective actions,
e.g., error control, identification, and correction); and Section VI and XVII, which address
document control and records retention.

To capture the spirit and intent of Appendix B, independent peer review should be
performed at key steps in the process, such as at the end of a major pass through an element.

In the early stages of evaluation model development, it is recommended that a review
team be convened to review evaluation model requirements as developed in Element 1.  Peer
review should also be employed at the later stages during major inquiries associated with the
adequacy decision.

In addition to programmers, developers, and end users, it is recommended that the peer
review team have independent members with recognized expertise in relevant engineering and
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science disciplines, code numerics, and computer programming.  Expert peer review team
members who were not directly involved in the evaluation model development and assessment
can enhance the robustness of the evaluation models.  Further, they can be of value in identifying
deficiencies that are common to large system analysis codes.

Throughout the development process, configuration control practices should be adopted
that protect program integrity and allow traceability of the development of both the code version
and the plant input deck used to instruct the code in how to represent the facility or nuclear
power plant.   Configuration control of the code version and the plant input deck are separate but
related elements of the evaluation model development and require the same degree of quality
assurance.  Responsibility for these functions should be clearly established.  At the end of the
process, only the approved, identified code version and plant input deck should be used for
licensing calculations.

3. DOCUMENTATION

Proper documentation allows appraisal of the evaluation model application to the
postulated scenario.  The documentation for the evaluation model should cover all the elements
of the EMDAP process and should include the following information:

1. Evaluation Model requirements
2. Evaluation Model methodology
3. Code description manuals
4. User manuals and user guidelines
5. Scaling reports
6. Assessment reports
7. Uncertainty analysis reports

3.1 Requirements

The requirements determined in Element 1 should be documented so the evaluation
model can be assessed against known guidelines.  In particular, a documented, current PIRT is
important in deciding whether a particular evaluation model feature should be modified before
the evaluation model can be applied with confidence.

3.2 Methodology

Methodology documentation should include the inter-relationship of all the
computational devices used for the plant transient being analyzed, including the description of
input and output.  This should also include a complete description and specification of those
portions of the evaluation model not included in the computer programs.  A description of all
other information necessary to specify the calculational procedure should also be included.  A
very useful part of this description would be a diagram to illustrate how the various programs and
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procedures are related, both in time and in function.  This methodology description is needed to
know exactly how the transient will be analyzed in its entirety.  

3.3 Computational Device Description Manuals

A description manual is needed for each computational device that is contained in the
evaluation model.  There are several important components to the manual.  The first is a
description of the modeling theory and associated numerical schemes and solution models,
including a description of the architecture, hydrodynamics, heat structure, heat transfer models,
trip systems and control systems, reactor kinetics models, and fuel behavior models.  

A key ingredient of the documentation is a models and correlations quality evaluation
(MC/QE) report.  The MC/QE report provides a basis for the traceability of the models and
detailed information on the closure relations.  Information on correlation and model sources, data
bases, accuracy, scale-up capability, and applicability to specific plant and transient conditions
should also be documented in the MC/QE report.  The MC/QE report represents a quality
evaluation document that provides a blueprint as to what is in the computational device, how it
got there, and where it came from.

The MC/QE document has three objectives:

1. To provide information on the sources and quality of closure equations, that is, on
correlations and models or other criteria used.

2. To describe how these closure relations are coded in the device and to assure that the
descriptions in the manual conform to the coding, and the coding conforms to the source
from which the closure relations were derived.

3. To provide a technical rationale and justification for using these closure relations; that is,
to confirm that the dominant parameters (pressure, temperature, etc.) represented by the
models and correlations reflect the ranges expected in the plant and transient of interest.

Consequently, for correlations, models, and criteria used, the MC/QE should:

1. Provide information on the original source, the supporting data base, the accuracy and
applicability to the plant-specific transient conditions.

2. Provide an assessment of effects if used outside the supporting data base. A description of
and justification for the extrapolation method should be provided.  For certain
applications, recommendations may be given to use options other than the default
options.  In such cases, instructions should be provided to ensure that appropriate
validation is performed for the nonstandard option.
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3. Describe the implementation in the device (i.e., actual coding structure).

4. Describe any modifications required to overcome computational difficulties.

5. Provide an assessment of effects caused by implementation (item 3) or modifications
(item 4) on the overall code applicability and accuracy.

References 19 and 20 are examples of the MC/QE documents generated to meet the
requirements listed above.

3.4 Users Manual and User Guidelines

The users manual should be a complete description of how to prepare all required and
optional input.  The user guidelines should describe recommended practices for preparation of all
relevant input.  To minimize the risk of inappropriate program use, the guidelines should include:

1. The proper use of the program for the particular plant-specific transient or accident being
considered,

2. The range of applicability for the transient or accident being analyzed,

3. The code limitations for such transients and accidents,

4. Recommended modeling options for the transient being considered, the equipment
required, and the choice of nodalization schemes.  Plant nodalization should be consistent
with nodalization used in assessment cases.

3.5 Scaling Reports

Reports should be provided for all scaling analyses used to support the viability of the
experimental data base, the scalability of models and correlations, and the scalability of the
complete evaluation model.  Section 5.3 of Reference 6 provides an example and references to
scaling analyses done to support adequacy evaluations.

3.6 Assessment Reports

Assessment Reports are generally of three types:
1. Developmental assessment
2. Component assessment
3. Integral effects test assessment

Most developmental assessment (DA) reports should be a set of code analyses that focus
on a limited set of ranked phenomena.  That is, the code or other device should analyze
experiments or plant data that demonstrate in a separate effects manner the capability to calculate
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individual phenomena and processes determined to be important by the PIRT for the specific
scenario and plant type.

A code or other device may model certain equipment in a special way; assessment
calculations should be performed for these components.

Integral effects tests (IET) should show the evaluation model’s integral capability by
comparison to relevant integral effects experiments or plant data.  Some IET assessments may be
general in nature, but for evaluation model consideration, the IET assessments should include a
variety of scaled facilities applicable to the plant design and transient.

For some plants and transients, code-to-code comparisons can be very helpful.  In
particular, if a new code or device is intended to have a limited application, the results may be
compared to calculations using a previous code.  However, the previous code should be well
assessed to integral or plant data for the plant type and transient being considered for the new
device.  Differences in key input such as system nodalization should be explained so that
favorable comparisons are providing the right answers for the right reasons.  Such benchmark
calculations would not be a replacement for assessment of the new code.

A significant amount of evaluation model assessment may be performed before selection
of the plant-specific transient to be analyzed.  In other cases, the assessment may be done outside
the context of the plant- and transient-specific evaluation model.  In still other cases, the
assessment may be done by organizations other than those responsible for the plant-specific
analysis.  If it is desired to credit these assessments to the plant and transient under consideration,
great care should be taken in evaluating the applicability of those assessments.  The applicability
to the present case should be thoroughly evaluated and documented.    

To gain confidence in evaluation model predictive capability when applied to a plant-
specific event, it is important for assessment reports to:

1. Assess calculational device capability and quantify accuracy to calculate various
parameters of interest, in particular those described in the PIRT.

2. Determine whether or not the calculated results are due to compensating errors by
performing an appropriate scaling analysis and sensitivity analysis.

3. Assess whether or not the calculated results are self-consistent and present a cohesive set
of information that is technically rational and acceptable.

4. Assess whether the timing of events calculated by the evaluation model are in agreement
with the experimental data.
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5. Assess the evaluation model capability to scale to the prototypical nuclear plant.  Almost
without exception, such assessment also addresses the experimental data base used in
development or validation of the evaluation model.

6. Explain any unexpected or, at first glance, strange results calculated by the evaluation
model or component devices.  This is particularly important when experimental
measurements are not available to give credence to the calculated results.  In such cases,
rational technical explanations will greatly support generation of credibility and
confidence in the evaluation model.

Whenever there is a disagreement between calculated results and experimental data,
assessment reports must:

7. Identify and explain the cause for the discrepancy, that is, identify and discuss the
deficiency in the device (or, if necessary, discuss the inaccuracy of experimental
measurements).

8. Address the question of how important the deficiency is to the overall results, that is, to
parameters and issues of interest.

9. Explain why a deficiency may not have an important effect on a particular scenario.

With respect to a calculational device input model and sensitivity studies, it is necessary
for assessment reports to:

10. Provide a nodalization diagram along with a discussion of the nodalization rationale.

11. Specify and discuss the boundary and initial conditions, as well as the operational
conditions for the calculations.

12. Present and discuss results of sensitivity studies (if performed) on closure relations or
other parameters.

13. Discuss modifications to the input model (nodalization, boundary, initial or operational
conditions) resulting from sensitivity studies (if performed).

14. Document the numerical solution convergence studies, including the basis for the
timesteps used and the chosen convergence criteria.

15. Provide guidelines for performing similar analyses.

3.7 Uncertainty Analysis Reports
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Documentation should be provided for any uncertainty analyses performed as part of Step
20 of the EMDAP.

4. GENERAL PURPOSE COMPUTER PROGRAMS
 

Very often a general purpose transient analysis computer program, such as RELAP5,
TRAC, or RETRAN, is developed to analyze a number of different events for a wide variety of
plants.  These codes can constitute the major portion of an evaluation model for a particular plant
and event.  Generic reviews are often performed for these codes to minimize the amount of work
required for plant- and event-specific reviews.  A certain amount of generic assessment may be
performed for such a code as part of the generic code development.  Applying portions of the
EMDAP process to an existing general purpose transient analysis computer program is useful in
determining its suitability for use as the basis for an evaluation model and can identify
deficiencies in models and assessment that should be addressed before the code is submitted for
NRC review.

The EMDAP starts with identification of plant, event, and directly related phenomena. 
This process, when applied to an evaluation model that uses an existing general purpose transient
analysis computer program, may indicate that the generic assessment does not include all the
appropriate geometry, phenomena, or the necessary range of variables to demonstrate code
adequacy for some of the proposed plant-specific event analyses.  Evidence of this is the fact that
safety evaluations for generic code reviews often contain a large number of qualifications on the
use of the code.  To avoid such problems, it is important to identify the intended range of
applicability of the generic code, including its models and correlations.  The “generic”
assessment that accompanies the code must support the intended range of applicability of the
code.  Use of the EMDAP prior to submitting general purpose transient analysis computer
program for review can ensure that the code models and assessment support the use of the code
over its intended range of applicability.  Application of the EMDAP should be considered as a
prerequisite before submitting for review a general purpose transient analysis computer program
as the basis for evaluation models that may be used for a variety of plant and accident types. 
Evaluation models that use an approved general purpose transient analysis computer program
that has been scrutinized or developed using the EMDAP process can efficiently identify the
models and assessment that support the analysis of the specific plant and accident types that the
evaluation model will be used for.

5. GRADED APPROACH TO APPLYING THE EMDAP PROCESS

Application of the full EMDAP described in this regulatory guide may not be needed for
all evaluation models submitted for review by the staff.  Some evaluation models submitted for
review are relatively minor modifications to existing evaluation models.  The scope and depth of
applying the development process to the evaluation model can be based on a graded approach. 
The following four attributes of the evaluation model should be considered when determining the
extent to which the full model development process may be reduced for a specific application.
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1 Novelty of the revised evaluation model compared to the currently acceptable model.

2 The complexity of the event being analyzed.

3 The degree of conservatism in the evaluation model.

4 The extent of any plant design or operational changes that would require a reanalysis.

Each of these attributes will be discussed in the paragraphs that follow.

5.1 Novelty of the evaluation model or changes to the model

The level of effort involved in applying the development and assessment process should
be commensurate with the extent of the changes made to an evaluation model.  Small changes to
a robust time tested evaluation model component such as a change to a simple heat transfer or
drag correlation (possibly required by an error correction) may not require a full application of
the EMDAP to the entire evaluation model.  In this case, scaling would only have to be
considered within the context of how well the new model scales to full plant analysis if the
model is developed from a reduced scale test program.  Consideration would also have to be
given to how well the assessment cases for the model represent full scale plant conditions. 
Implementation testing needs to be performed to show that the new model has been implemented
correctly.   A small subset of the entire code assessment matrix may be adequate to test the
phenomena that are affected by the model changes or the new model.  Another subset of the code
test cases may need to be performed to ensure that other parts of the model are not inadvertently
impacted by the changes.  The impact of any changes due to an error correction would have to be
evaluated for the current license analysis of record.  A large model change may require
application of the EMDAP on a much larger scale.  Changing models from an equilibrium, drift
flux model to a two fluid, non-equilibrium model would be an example of a significant change
that would require an extensive development and assessment process for the new evaluation
model.

5.2 Complexity of the event

The level of effort involved in applying the development process should be
commensurate with the complexity of the evaluation model.  At first glance the EMDAP may
seem too burdensome to apply to simple events.  However, application of the EMDAP to a
simple event will automatically result in a simplified process.  In simple events the number of
key physical phenomena should also be small and the code assessment only needs to cover the
important phenomena even though the underlying general purpose transient analysis computer
program may have models that cover a much wider range of conditions.  An example of this is
the system evaluation of a PWR pump trip analysis in which the important phenomena may be
limited to a few quantities such as single phase liquid wall drag and heat transfer, and pump
inertia.  In this case very little assessment would need to be performed and there may be adequate
full scale plant data for the code assessment so there would be no need for a scaling analysis. 
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The other extreme is an evaluation model for a large break loss-of-coolant accident where the
physical phenomena and the mathematical models are complex and cover a wide range of
conditions.  An extensive code development process and assessment would be required in this
case.

5.3 Degree of conservatism

The intended results of an analysis can be conservative due to a combination of code
input and modeling assumptions.  The amount of assessment required for a change to an
evaluation model may be reduced significantly if the documented degree of conservatism is large
or if the new model can be shown to give more conservative results than the previous model. 
However, conservatism in just one part of the evaluation model such as a heat transfer correlation
can not be used to justify conservatism in the evaluation model as a whole because other parts of
the model may be non-conservative and cause the overall model to be non-conservative.  The
degree of conservatism in the overall evaluation model must be quantified and documented for
the particular application in order to justify a reduction in assessment requirements using this
argument.  Showing the degree of conservatism in an evaluation model for a simple transient
may be accomplished by a relatively simple uncertainty analysis, even if the underlying computer
code is a large multipurpose code.  The key to simplifying the uncertainty analysis is identifying
the small number of parameters and physical phenomena that are important in determining the
behavior of the accident.

5.4 Extent of plant or operational changes that require a reanalysis

The level of effort required to apply the process should be commensurate with the extent of
changes made to the plant design or operation.  Most of the changes to plant equipment or
operations do not cause the plant to operate outside the range of validity of the evaluation model. 
In this case no additional development and assessment needs to be performed.  This may not be
the case for all changes.  Examples of changes that may require changes to or additional
assessment of the evaluation model are fuel bundle design changes (including grid spacer and
intermediate flow mixer design changes), increases in the peak linear heat generation rate or
operational changes that may cause reliance on a different safety grade trip which requires that
accurate prediction of a quantity not required in the previous analysis.  In these cases a limited
application of the EMDAP similar to that described in section 5.1 should be sufficient.
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D.   IMPLEMENTATION

The purpose of this section is to provide information to applicants and licensees regarding
the NRC staff’s plans for using this draft regulatory guide.  No backfitting is intended or
approved in connection with the issuance of this guide.  

This draft guide has been released to encourage public participation in its development. 
Except in those cases in which an applicant or licensee proposes an acceptable alternative
method for complying with the specified portions of the NRC’s regulations, the methods to be
described in the effective guide reflecting public comments will be used in the evaluation of
submittals in connection with evaluation models used to analyze transients and accidents.
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DEFINITIONS

These definitions are in the context of this regulatory guide and may not
apply to other uses.

AHP Analytical Hierarchical Process -- An analytical and software based
methodology used to combine experimental data with expert judgment to
efficiently rank the relative importance of phenomena and processes to the
response of an NPP to an accident or other transient in a consistent and
traceable manner.

AP600 Advanced Passive 600 Mwe PWR designed by Westinghouse Electric Co.

Bottom-up The approach to a safety-related analysis similar to top-down (see below),
but in which the key feature is to treat all phenomena and processes,
including all those associated with the analysis tools for modeling, as
equally important to the facility’s response to an accident or transient. 
Therefore, the phenomena and processes are quantified in depth.

Calculational Computer codes or other calculational procedures that compose an 
devices evaluation model.

Chapter 15 In this regulatory guide, Chapter 15 events refer to the transients and 
events accidents that are defined in Chapter 15 of the SRP, NUREG-0800 (Ref.

1) to be analyzed to meet the requirements of the General Design Criteria
(GDC) of Appendix A to 10 CFR Part 50, except for the fuel assembly
misloading event and all radiological consequence analyses. 

 
CFR Code of Federal Regulations.

Closure relations Equations and correlations required to supplement the field equations that
are solved to obtain the required results.  This includes physical property
definitions and correlations of transport phenomena.

Constituents Chemical form of any material being transported, e.g., water, air, boron. 

CSAU Code scaling, applicability, and uncertainty -- A process to determine the
applicability, scalability, and uncertainty of a computer code in simulating
an accident or other transient.  A PIRT process is normally embedded
within a CSAU process.  See Reference 3.

DA Developmental Assessment -- Calculations performed using the entire
evaluation model or its individual calculational devices to validate its
capability for the target application.
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DNBR Departure from nucleate boiling ratio.

EMDAP Evaluation model development and assessment process. 
 
ECCS Emergency core cooling system.

Evaluation model Calculational framework for evaluating the behavior of the reactor
(EM) system during a postulated Chapter 15 event, which includes one or more

computer programs and all other information needed for use in the target
application.

Fields The properties that are being transported (mass, momentum, energy).

Field equations Equations that are solved to determine the transport of mass, energy, and
momentum throughout the system.

Frozen The condition whereby the analytical tools and associated facility input
decks remain unchanged (and under configuration control) throughout a
safety analysis, thereby ensuring traceability of and consistency in the final
results.

GDC General Design Criteria -- Design criteria described in Appendix A to 10
CFR Part 50.

Geometrical The geometrical shape that is defined for a transfer process, e.g., 
configurations pool, drop, bubble, film.

H2TS Hierarchical two-tiered scaling -- Methodology that uses hierarchical
systems analysis methods to evaluate experimental scaling.  Described in
References 4 and 5.

 
IET Integral Effects Test -- An experiment in which the primary focus is on the

global system behavior and the interactions between parameters and
processes.

ISTIR Integrated Structure for Technical Issue Resolution -- Methodology
derived for severe accident issue resolution.  Described in References  4
and 5.

LBLOCA Large-break loss-of-coolant accident.

LOCA Loss-of-coolant accident.

LWR Light water reactor.
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MC/QE Models and correlations quality evaluation -- A report documenting what
is in a computer code, the sources used to develop the code, and the
conditions under which the original source of information was developed.

Model (Without “evaluation” modifier) --  Equation or set of equations that
represents a particular physical phenomenon within a calculational device.

Modules Physical components within the sub-system, e.g., reactor vessel, steam
generator, pressurizer, piping run.

.
MYISA Maine Yankee Independent Safety Assessment.

NPP Nuclear power plant.

PCT Peak cladding temperature.

Phase State of matter involved in the transport process, usually liquid or gas.  A
notable exception is heat conduction through solids.

PIRT Phenomena Identification and Ranking Table -- May refer to a table or to a
process, depending on the context of use.  The process relates to
determining the relative importance of phenomena (or physical processes)
to the behavior of an NPP following the initiation of an accident or other
transient. A PIRT table is a listing of the results of application of the
process.

Processes Mechanisms that move properties through the system.

QA Quality Assurance.

SASM Severe accident scaling methodology.

SBLOCA Small-break loss-of-coolant accident.

Scalability The process in which the results from a subscale facility (relative to
(scaling) an NPP) or the modeling features of a calculational device are evaluated to

determine the degree to which they represent an NPP.

Scenario Description and time sequence of events.

Sensitivity studies The term is generic to several types of analyses; however, the definition of
most interest here relates to those studies associated with the PIRT process
and used to determine the relative importance of phenomena or processes.
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This may also involve analysis of experimental data that are a source of
information used in the PIRT process.

SET Separate Effects Test -- An experiment in which the primary focus is on a
single physical phenomena or process.

SRP Standard Review Plan -- Acceptable plan for NRC reviewers, NUREG-
0800, “Standard Review Plan for the Review of Safety Analysis Reports
for Nuclear Power Plants.”

System The entire system that must be analyzed for the proposed application.

Systems code The principal computer code of an evaluation model that describes the
transport of mass, momentum, and energy throughout the reactor coolant
systems.

Sub-systems The major components that must be considered in the analysis.  For some
applications this would include the primary system, secondary system, and
containment.  For other applications only the primary system would need
to be considered.

Target application The safety analysis for which a specific purpose, transient type, and NPP
type has been specified.

Top-down The approach to a safety-related analysis in which one sequentially
determines or performs (1) the exact objective of the analysis (regulatory
action, licensing action, desired product, etc.), (2) the analysis envelope
(facility or NPP, transients, analysis codes, facility-imposed geometric and
operational boundary conditions, etc.), (3) all plausible phenomena or
processes that have some influence on the facility or plant behavior, (4) a
PIRT process, (5) applicability and scalability of the analysis tools, and (6)
the influence of various uncertainties embedded in the analysis on the end
product.  A key feature of the top-down approach is to address those parts
of the safety analysis associated with items 5 and 6 in a graduated manner
based on the relative importance determined in item 4.  Items 1 through 4
are independent of the analysis tools.  Items 5 and 6 are dependent on the
chosen analysis tools.

Uncertainty There are three separate but related definitions of primary interest:
(1) The inaccuracy in experimentally derived data typically generated by
the inaccuracy of measurement systems.  (2) The inaccuracy of calculating
primary safety criteria or related figures of merit typically originating in
the experimental data or assumptions used to develop the analytical tools. 
The analytical inaccuracies are related to approximations and uncertainties
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involved with solving  the equations and constitutive relations. (3) The
inaccuracy associated with the allowed tolerances in the design and
performance of the systems, structures, and components.
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Appendix A

ADDITIONAL CONSIDERATIONS IN THE USE 
OF THIS REGULATORY GUIDE

FOR ECCS ANALYSIS

A.1 BACKGROUND

Section 50.46 of 10 CFR Part 50, as it existed prior to September 1988, provided the
requirements for domestic licensing of production and utilization facilities using conservative
analysis methods.  The acceptance criteria for peak clad temperature, cladding oxidation,
hydrogen generation, and long-term decay heat removal were listed in 10 CFR 50.46(b).
Appendix K to 10 CFR Part 50 provided specific requirements related to ECCS evaluation
models.  The requirements of 10 CFR 50.46 were in addition to the requirements of Criterion 35
of (GDC 35) in Appendix A to 10 CFR Part 50.  GDC 35 states requirements for electric power
and equipment redundancy for ECCS systems.  Chapter 15.6.5. of NUREG-0800, the Standard
Review Plan, describes for reviewers the scope of review, acceptance criteria, review procedures,
and findings relevant to ECCS analyses submitted by licensees.  Chapter 15.0.2 of NUREG-0800
is the companion SRP section to this regulatory guide.

In September 1988, the NRC amended the requirements of 10 CFR 50.46 and Appendix K so
that the regulations reflected the improved understanding of ECCS performance during reactor
transients that was obtained through extensive research performed between the promulgation of
the original requirements in January 1974 and September 1988.  Examples of that body of
research can be found in Reference A-1.  Further guidance to licensees or applicants was
provided in May 1989 by Regulatory Guide 1.157, “Best-Estimate Calculations of Emergency
Core Cooling System Performance.”  The amendment to 10 CFR Part 50 and Regulatory Guide
1.157 now permit licensees or applicants to use either the Appendix K conservative analysis
methods or a realistic evaluation model (commonly referred to as best-estimate plus uncertainty
analysis methods). That is, the uncertainty in the best-estimate analysis must be quantified and
considered when comparing the results of the calculations with the applicable limits in 10 CFR
50.46(b) so that there is a high probability that the criteria will not be exceeded.  It may be noted
the acceptance criteria for peak cladding temperature, cladding oxidation, hydrogen generation,
and long-term decay heat removal did not change with the September 1988 amendment.

A.2 NEED FOR REGULATORY GUIDANCE UPDATE FOR ECCS ANALYSIS

The regulatory structure described above was strongly founded on the supporting work
documented in Reference A-2. Therefore, it is important to update the regulatory structure to
reflect the last eleven years of advancement in best-estimate plus uncertainty analysis methods. 
Examples of the extension of evolving best-estimate plus uncertainty analysis methods to both
the old and new advanced reactor designs can be found in References A-3 through A-9 of this
appendix.
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A.3 UNCERTAINTY METHODOLOGY

The best-estimate option in 10 CFR 50.46(a)(1)(i), allowed since 1988, requires that:

Uncertainties in the analysis method and inputs must be identified and assessed so that
the uncertainty in the calculated results can be estimated.  This uncertainty must be
accounted for, so that, when the calculated ECCS cooling performance is compared to the
criteria set forth in paragraph (b) of this section, there is a high level of probability that
the criteria would not be exceeded.

To support the revised 1988 ECCS rule, the NRC and its contractors and consultants developed
and demonstrated an uncertainty evaluation methodology called code scaling, applicability, and
uncertainty (CSAU) (Ref. A-2).  While this regulatory guide is oriented toward the CSAU
approach, including its embedded PIRT process, it is recognized that other approaches exist. 
Since the CSAU demonstration was not a plant-specific application, evaluation of input
uncertainties related to plant operation was not emphasized.  Proprietary methodologies that fully
address uncertainties in analysis methods and input have been submitted to and approved by the
NRC.  Thus, other approaches to determine the combined uncertainty in the safety analysis are
recognized as having potential advantages, as long as the evaluation model documentation
provides the necessary validation of its approach.

The safety criteria (PCT, H2 generation, etc.) specified in 10 CFR 50.46 remain unchanged
regardless of the uncertainty methodology used in a licensing or regulatory submittal.  Similarly,
the general guidelines in Regulatory Guide 1.157 with regard to the phenomena, components,
and computer models also remain unchanged.  Thus, the focus of the remainder of this section is
those considerations primarily related to determining the:

� Relative importance of the phenomena or processes and components, and those that
should be included in the uncertainty analysis,

� Method of establishing the individual phenomenon or process contribution to the total
uncertainty in the safety criteria, and

� Method to combine the individual contributions to uncertainty into the total uncertainty in
the safety criteria.

CSAU and other methods address the relative importance of phenomena or processes, the
difference being in the approach.  CSAU uses the PIRT process in which relative importance is
established by an appropriate group of experts based on experience, experimental evidence, or
computer-based sensitivity studies.  When finalized, the resulting PIRTs guide the degree of
effort to determine the individual phenomenon or process uncertainty in the safety criteria.  The
PIRT process results also guide the method used to combine the individual contributions into an
estimate of the total uncertainty in the safety analysis.  Commonly, but it is not required, a
response surface is developed to act as a surrogate for the computer codes used in estimating the
total uncertainty.  The response surface can then be extensively Monte Carlo sampled to
determine the total uncertainty.  The use of limited computer calculations to develop an accurate
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response surface is followed by sufficient Monte Carlo sampling of the response surface in an
effort to be as thorough as necessary yet as economical as possible.  Therefore, the major cost of
the CSAU methodology is related to the extensive expert staff-hours normally required by the
expert panel to perform the PIRT process.  Additional advantages of the CSAU are that it has
been used by the USNRC, and the details of the methodology have been well documented (Ref.
A-2).

A potential disadvantage is related to the dependency of the number of computer simulations on
the number of phenomena or processes determined in the PIRT that may be needed to estimate
the total uncertainty.  That is, at least two “single parameter change” runs must be made for each
required phenomenon or process.  In addition, cross-product runs must be made when several of
the phenomena or processes have significant covariance.  The cross-product runs may involve
change runs of two parameters, three parameters, or four parameters to adequately determine the
effect of nonindependent phenomena or processes.

Methods other than the CSAU methodology may also be used for uncertainty analysis.  Examples
of other uncertainty methodologies that might be used are described in Reference A-7.  
Obviously, such submittals would require validation of the methodology (including any
statictical assumptions used in the methodology) to show that it is applicable for determining the
uncertainty of the parameter of interest.

An uncertainty methodology is not required for the original conservative Appendix K option in
10 CFR 50.46.  Rather, the features required by 10 CFR 50, Appendix K provide sufficient
conservatism without the need for an uncertainty analysis.  It should be noted that Section II.4 of
Appendix K requires that “To the extent practicable, predictions of the evaluation model, or
portions thereof, shall be compared with applicable experimental information.”

Thus, Appendix K requires comparisons to data similar to those required for the best-estimate
option, but without the need for an uncertainty analysis.  However, poor comparisons with
applicable data may prevent NRC acceptance of the Appendix K model.
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REGULATORY ANALYSIS

1. PROBLEM

Section 50.34, “Contents of Applications; technical information” of 10 CFR Part 50, “Domestic
Licensing of Production and Utilization Facilities,” requires that:

1. Safety Analysis Reports be submitted that analyze the design and performance of
structures, systems and components provided for the prevention of accidents and
the mitigation of the consequences of accidents,

2. Analysis and evaluation of ECCS cooling performance following postulated loss-
of-coolant accidents (LOCAs) shall be performed in accordance with the
requirements of Section 50.46, and

3. The technical specifications for the facility (Section 50.36) will be based on the
safety analysis.

Various sections of Chapter 15 of the Standard Review Plan (SRP) (NUREG-0800) instruct
transient and accident reviewers to initiate generic reviews of models used by applicants or
licensees if the analytical models have not been previously reviewed and found acceptable by the
staff.  While the SRP discusses review of the input to these models, no guidance is provided
regarding review of the analytical models.  Except for Regulatory Guide 1.157 on best estimate
ECCS analysis, no guidance exists for applicants3 on the development and assessment of
transient and accident analysis methods.  Recent reviews have shown that such guidance could
have a positive effect in terms of clarifying expectations and streamlining the review process.  To
produce a viable product, certain principles should be addressed during the model development
and assessment process; these would be described in Draft Regulatory Guide DG-1120.  The
accompanying new section of Chapter 15 of the SRP addresses the same principles as DG-1120
but focuses on responsibilities of the analytical model reviewer.  This regulatory analysis applies
to both the proposed DG-1120 and the proposed section 15.0.2 of the SRP.

2. ALTERNATIVE APPROACHES

Two alternative approaches were considered:

1. Take no action

2. Provide guidance on the development, assessment, application, and review of methods
used to analyze transients and accidents as described in 10 CFR 50.34.
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The first alternative, take no action, would require no additional direct cost for the NRC staff or
applicants over current conditions, since no change to the process would occur.  This process
would involve significant effort on the part of applicants to anticipate the type of information that
would be acceptable to the NRC staff to demonstrate the capability of the analysis methods.  In
addition, the NRC staff review would involve considerable effort and iteration with the applicant
to determine whether the proposed methods are acceptable.

The second alternative, provide the analytical guidance to industry and reviewer, was considered. 
Providing guidance should reduce the NRC staff effort.  Defining acceptable analytical modeling
principles should streamline the review process.  It may appear to involve more effort on the part
of applicants, but, if one considers the time and effort spent on iterations with the staff, real
savings could be realized in the long run.  The development, assessment, application, and review
process described in the proposed regulatory guide and SRP chapter are based on an initial
identification of the plant and transient followed by assessment of phenomena and processes and
application of these phenomena and processes to code development and assessment.  A key
principle here is that guidance would focus the development, assessment, and review as clearly as
possible.

3. VALUES AND IMPACTS

In this analysis, the probability of guidance having a positive effect and the probability of that
effect on the achievement of overall safety goals are not known quantitatively.  In the summary
below, an impact is a cost in schedule, budget, staffing, or an undesired attribute that would
accrue from taking the proposed approach.

3.1 Alternative 1 - Take No Action

This alternative has a perceived cost benefit since there are no “start-up” activities.  It also
provides flexibility, since each applicant would devise its own process for analytical methods
development.  However, the NRC would continue to receive requests to review and approve
analytical methods that are prepared with no clear guidance on what the NRC staff considers to
be an acceptable model.  The lack of an identified set of guidelines and practices would have
adverse effects on the level of staff effort required to conduct model reviews and to assure
consistency of principle among reviews.  It would take a longer time for the applicant to
understand staff reviewer expectations and for the staff to have a clear understanding of what the
applicant was providing to satisfy those expectations.  Thus, although the initial cost would
apparently be low, taking no action could result in greater total costs, to both the NRC staff and
the applicant, during the review process.

Value - No value beyond the status quo

Impact -  Schedule, budget, and staffing cost, to the staff and applicant associated with
regulatory uncertainty.
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3.2 Alternative 2 - Provide Guidance on Analytical Methods Development for Chapter
15 Events

A benefit to the NRC staff of this alternative would be a more comprehensive understanding of a
focused basis for the development of the analytical methods under review.  From the applicant’s
perspective, there would be a reduction in the need to iterate with the staff as the review
progressed.  The results of using such a process would also result in a better product more clearly
suited to the specific analytical task at hand.  The costs involved would be some additional work
and documentation initially.  This alternative would have the value of promoting a predetermined
common understanding that has gained acceptance over the last dozen years with the affiliated
technical community.  The result would be higher confidence in results of transient and accident
analysis.

Value  -  Common understanding of good practices for development, assessment, and 
application of analysis methods.

2. Less burdensome developmental and review iterations between staff and
applicant.

3. Minimization of regulatory uncertainty.

Impact  -  Additional initial work and documentation by the applicant.

4. CONCLUSIONS

Experience with recent model reviews has demonstrated the need for guidance in this area.  On
balance it is believed that guidance in the form of good principles of transient and accident code
development and assessment outweighs the relatively small cost of initial work and
documentation.  Therefore, Draft Regulatory Guide DG-1120 and the proposed new Standard
Review Plan Section 15.0.2 should be issued for public comment.


